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Features of cord blowing technology

¢ For internal diameter & 4 bis 20 mm v v

e For internal diameter @ 18 bis 50 mm v v

e For internal diameter & 25 bis 150 mm v v

e For internal diameter @ 50 bis 150 mm v v v v

e For internal diameter @ 60 bis 150 mm v v v 4 v
e For internal diameter @ 50 bis 200 mm v v

e For internal diameter @ 25 bis 300 mm v

o Blow in v v v v v v v v v
) ?*uocltvl;))/nwith additional accessories) v v v v v

e Electrical driven (230 V or 115 V) v v v v v

e With compressor v v v
e Fuel v

e Suitable for Flex pipes v v v v v v v v v
¢ Suitable for pipes in rolled form v v

e Suitable for Multiduct pipes v
) ?‘ucl)ﬁ?/lswf;r gggﬁigsg/ ZIE(?;ssories) v v v v v
e For use with air hose v v

e Suitable for pipe cleaning v v v v v v v 4 v
e Suitable for water ejection v v v v v v v v v
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Features of cord blowing technology

e Suitable for duct calibration v v v v v v
e Blow in length over 1000m with duct @ up to 100mm v v v v v v
Applicable cords
e Pullline @ 1 mm v v v v v v
e Pull line @ 1 mm with cupper wire v v v v v v
e Pullline @ 2 up to 5 mm v v v v v v
(also, with cupper wire or meter marks)
e Steel ropes, winch ropes v v
Supplied accessories
¢ Blow-in beats
e Blow-in shuttle v v v v
¢ Line stopper
e Lubriballs
e Blow-in parachute 30-60 mm v v
e Blow-in parachute 60-100 mm v v v
e Blow-in parachute 100-150 mm v v v
e Blow-in parachute 150-200 mm v
¢ with EZ-SPEEDY-XL Rod- / Cable-Pusher v
e Cone v v
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